RA ID : CR1388

Change Request
for the update of ISO 20022 financial repository items
A. Origin of the request:
A.1 Submitter: nexo A.I.S.B.L.
A.2 Contact person: 
· Philippe CECE (philippe.cece@nexo-standards.org)
· Laure BELTRI (laure.beltri@frenchsys.com)
 A.3 Sponsors: nexo A.I.S.B.L.
B. Related messages:
· StatusReport V13 (catm.001.001.13)

· ManagementPlanReplacement V13 (catm.002.001.13)

C. Description of the change request:
We want to update PointOfInteractionComponent15 in order to add a new message element to include a ProbeValue and extend PointOfInteractionCapabilities9 code that specifies the message element Type. These elements will identify a probe and provide it’s value as a POIComponent.
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Proposal are written like this.
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We want also to update DataSetCategory18Code in order to identify a PROBE as a DataSet.
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D. Purpose of the change:
Some nexo members want to use ManagementPlanReplacement to specify, through DataSet/Identification, probes’ identification that should be send back in StatusReport messages, or that should be Restart to clear probes history of min, max or mean values. This function will help TM Server to monitor POIs deployed on the field.

E. Urgency of the request:
Urgent
F. Business examples:
Examples illustrating the change request.
G. SEG/TSG recommendation:
This section is not to be taken care of by the submitter of the change request. It will be completed in due time by the SEG(s) in charge of the related ISO 20022 messages or the TSG for changes related to the BAH. 
	Consider
	
	Timing
	

	
	
	- Next yearly cycle: 2024/2025
(the change will be considered for implementation in the yearly maintenance cycle which starts in 2018 and completes with the publication of new message versions in the spring of 2019)
	X
	

	
	
	- At the occasion of the next maintenance of the messages
(the change will be considered for implementation, but does not justify maintenance of the messages in its own right – will be pending until more critical change requests are received for the messages)
	
	

	
	
	- Urgent unscheduled
(the change justifies an urgent implementation outside of the normal yearly cycle)
	
	

	
	
	- Other timing:
	


Comments:
	Reject
	


Reason for rejection:
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